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Abstract
Multiplexed optical fibre sensors were embedded into a carbon-fibre-reinforced-preform during
the industrial production of a full-sized, one-piece tail cone assembly for a regional jet aircraft.
Optical fibre Fresnel sensors monitored both the infusion of the resin, via measurement of the
refractive index-dependent attenuation in the reflected light signal, and the degree of cure of the
resin, via measurement of the chemical cure reaction-dependent change in refractive index. The
resin cure was also monitored by optical fibre Bragg gratings (FBGs) fabricated in high linearly
birefringent optical fibre, which measured through-thickness strain development, while FBGs in
standard single mode optical fibre measured longitudinal strain development. The magnitudes
and profiles of the transverse and longitudinal strains developed during the curing process were
consistent across different locations on the tail cone. Typical transverse and longitudinal strains,
related to cure reaction-induced shrinkage, were−1500± 17 µε and−500± 5 µε, respectively.
Post-production, the same embedded FBG sensors were used subsequently to monitor structural
strains when the tail cone was subjected to vacuum pressure loading. The longitudinal strains
measured using the embedded FBG sensors were generally in good agreement with the
longitudinal strains measured by the surface-bonded resistance foil strain gauge (RFSG)
sensors, both qualitatively and quantitatively. The in-plane transverse and circumferential
strains, oriented collinearly, were measured by the embedded FBGs and appropriately oriented
surface-bonded RFSG sensors, respectively, and were, qualitatively, in good agreement.
Keywords: optical fibre sensors, carbon fibre composite material process monitoring, strain
measurement
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1. Introduction
There has been a significant increase in the up take of compos-
ite material technology across a number of industries, thanks
to the development of composite materials with innovative
characteristics and to advancements in the manufacturing pro-
cesses. Composite materials are lightweight and exhibit a large
strength to weight ratio, making their use important for energy
conservation in a range of applications. The aerospace industry
alone has experienced major strides in the use of composite
materials for aircraft structures, where, for example, Airbus
(A380 and A350) and Boeing (787 Dreamliner) have pion-
eered commercial jet aircraft with significant carbon fibre rein-
forced polymer (CFRP) composite material content. Industrial
scale production of composite material components does not,
at present, incorporate sensors within the component to mon-
itor the manufacturing process, and quality control is largely
carried out empirically [1].
A number of non-optical methods are used for small scale,
laboratory monitoring of some aspects of the manufactur-
ing process [2]. Dielectric sensors are used to monitor resin
flow, void content, viscosity and the degree of cure, by meas-
uring the dielectric permittivity and loss factor (i.e. dielec-
tric sensitivity) of the composite material between two or
more electrodes that are excited by an alternating current
[3, 4]. Direct current dielectric sensors are used to monitor
resin flow and the degree of cure by sensing the electrical
resistance between two electrodes [2, 5]. Ultrasonic trans-
ducers can also be used for monitoring resin flow, resin cure
and void content [6], where the dependence of the ultra-
sonic wave velocity on the density and elastic modulus of
the resin means that the time-of-flight through the compos-
ite preform will change with the progress of the cure reac-
tion. Thermocouples and infrared thermometers can be used
to monitor resin flow when there is a difference in temperat-
ure between the mould and the resin during the infusion pro-
cess [7]. Pressure transducers, often based on the piezoresist-
ive effect, are used for monitoring resin flow by transducing
resin pressure into electrical resistance [8]. The use of these
non-optical sensors is restricted to laboratory applications, as
the sensors are either not suitable for embedding into carbon-
fibre reinforced composites, or are too large to be embedded
into critical components without compromising the structural
integrity.
Quality control in composites manufacturing processes
could be facilitated by the use of embedded sensors that can
provide real-time monitoring. Optical fibre sensors (OFS) are
well suited to this application because they have many appro-
priate characteristics, including their small diameter, typically
40–125 µm. There are five categories of OFS that have been
explored for monitoring the processing of composite materi-
als; evanescent field sensors, Fresnel sensors, interferometric
sensors, grating sensors and spectroscopic sensors. Resin infu-
sion and cure can be monitored using sensors that are sensitive
to changes in the refractive index of the surrounding medium.
The arrival of resin at a location can thus be detected as the sur-
roundingmedium changes from air to resin with a concomitant
significant increase in refractive index, and the refractive index
of the resin is known to be correlated with the degree of cure
of the resin [9, 10]. The perturbation of the evanescent field of
the electromagnetic wave propagating in the core of the optical
fibre can also be used to detect changes in the refractive index
of the surroundingmedium, exploiting etched [11, 12], tapered
[13, 14] and side polished optical fibres [15]. Alternatively, the
refractive index dependence of the Fresnel reflection from a
cleaved fibre end [10, 16–19] can be exploited. Optical fibre
interferometers, such as the extrinsic Fabry–Perot interfero-
meter, have been used to monitor the development of internal
strains during the curing of a composite [20]. The infusion,
flow and cure of resin can also be monitored using optical fibre
grating sensors such as fibre Bragg grating (FBG), tilted fibre
Bragg grating (TFBG) and long period grating (LPG) sensors
[10, 21–25]. Grating sensors can be configured to perform
multi-parameter sensing, which is useful for the simultaneous
measurement of strain and temperature [26–29]. Optical fibre
based spectroscopic sensors can be embedded into the com-
posite to determine the degree of cure by monitoring chemical
changes caused by the cure reaction [30, 31].
In this work, a full-scale, one-piece aircraft tail cone
assembly has been made from wholly composite material
using industrial-scale manufacturing processes. Dry carbon-
fibre placement onto a uniquely designed one-piece tool was
automated using a pre-programmed robotic machine. The
tool facilitated the incorporation of 10 stringers in the pre-
form, which were reinforced through-the-thickness by tufting
[32, 33], using an automated robotic machine, prior to resin
infusion and cure processes. The work investigated the feas-
ibility and challenges of incorporating embedded OFS into
the carbon-fibre-reinforced-preform (CFRP) to monitor the
manufacturing processes, from lay-up of the preform through
resin infusion and cure, to post-fabrication strain measure-
ments. The well-known challenges include the harsh environ-
ment, the complexity of implementing ingress/egress connec-
tion schemes [34] and the requirement to maintain vacuum
pressure when sensors are embedded [35]. The embedded
OFSs were fabricated in single mode (SM) and high linearly
birefringent (HiBi) optical fibres. Multiplexed optical fibre
Fresnel, SM FBG and HiBi FBG sensors monitored the infu-
sion of resin, resin cure and the development of strain in
the longitudinal and transverse directions at various locations
within the tail cone. Post-production, the embedded fibre grat-
ing sensors, along with surface-mounted resistance foil strain
gauge (RFSG) rosettes, were used to monitor structural strains
when the tail cone was subjected to vacuum pressure loading.
2. Principles of optical fibre sensors
2.1. Optical fibre Fresnel sensor
The cleaved end of an optical fibre forms an optical fibre Fres-
nel sensor, as shown in figure 1(a). Light propagating along the
optical fibre and incident on the fibre end is partially reflected,
with the reflectivity being dependent on the refractive index
of the external medium, as illustrated by figure 1(b). The abil-
ity of the Fresnel sensor to monitor changes in refractive index
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Figure 1. Optical fibre Fresnel sensor element (a) image of sensor and (b) sensing principle. neff; effective refractive index of the optical
fibre, next; external refractive index. The diameters of the optical fibre (FX-PI-01-01-01, Fibertronix), with and without the polyimide
coating, are 135 and 125 µm, respectively.
makes it a suitable candidate for monitoring resin infusion and
cure.
The refractive index of the medium surrounding the Fresnel
sensing element can be determined by monitoring the power
reflected from the fibre-end. However, the reflected power is
also influenced by light source fluctuations, down-lead per-
turbations and the thermo-optic property of the optical fibre,
which necessitates the use of a reference channel that com-
pensates for these effects. In this work, the reference chan-
nel consisted of a cleaved fibre end that experienced the same
temperature environment as the Fresnel sensing element but
that was deployed such that the surrounding medium was air
(see section 2, figure 3). The refractive index of the surround-
ing medium measured by the Fresnel [36] sensor is given
by equation (1) [10, 37], where neff is the effective refract-
ive index of the propagating mode and next is refractive index
of the external material. In equation (2), na is the refractive
index of air, Vair is the voltage produced by the photo-detector
that monitors the reflected intensity from the reference fibre
end and Vext is the voltage produced by the photo-detector
that measures the reflected intensity from the sensing Fresnel
element:













2.2. Fibre Bragg grating sensors
An FBG is a periodic refractive index modulation inscribed
into a short section (typically of length 1–5 mm) of the core
of an optical fibre by exposure to, for example, a spatially
modulated intensity pattern from a UV laser beam [38]. When
light from a broadband source, or a tuneable laser, is coupled
into the optical fibre, the FBG reflects light within a narrow
wavelength band, typically 0.5 nm, back towards the source,
with the central wavelength being dependent upon the period
of the grating. The reflected spectrum from an FBG fabric-
ated in SM optical fibre (figure 2(a)), where refractive index
in the core is isotropic, is a single peak (figure 2(c)). HiBi
optical fibre is fabricated such that its core has an anisotropic
refractive index. An FBG fabricated in HiBi fibre exhibits
two reflected peaks that are separated by typically 0.3 nm
(figure 2(d)) [39–43]. The HiBi FBG reflection peaks cor-
respond to the two orthogonal polarisation Eigen-axes of the
fibre, the fast and slow axes [39–42]. The operation of FBGs
as sensor elements is based upon measurement of changes in
the reflected Bragg spectrum caused by physical perturbations
such as strain and temperature that interact with the FBG by
modifying its refractive index and/or its periodicity. The FBG
sensor’s ability to detect physical measurands such as strain,
pressure and temperature has been exploited previously in the
monitoring of composite material processing [44, 45]. In this
work, cure-induced strains directed along and transverse to the
optical fibre have been monitored using SM FBG and HiBi
FBG sensors, respectively.
The change in temperature, ∆T, and longitudinal strain,
∆ε, measured by an SM FBG sensor can be calculated from
equations (3) and (4) respectively, where λB is the reflected
Bragg wavelength.∆λB, KT and Kε are the Bragg wavelength
shift, and the temperature and strain responsivities of the FBG,
respectively:
∆λB = KT ·∆T, (3)
∆λB = Kε ·∆ε. (4)
In this work, the Bragg wavelength shift exhibited by
the SM FBG sensors is interpreted as longitudinal strain by
using equation (4) [35, 46], after compensating for the tem-
perature dependence of the Bragg wavelength, which was
determined using equation (3) and temperature measurements
provided by a thermocouple probe. The responsivities of
the SM FBG to longitudinal strain and to temperature were
calibrated by measuring changes in the Bragg wavelength
as a function of temperature in the absence of strain and
as a function of an applied strain at room temperature,
respectively.
A HiBi FBG sensor reflects the Bragg wavelengths, λB,f
and λB,S, along the fast and slow axes, respectively, as a con-
sequence of the fibre having effective refractive indices, neff, f
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Figure 2. Cross-section of (a) SM and (b) HiBi optical fibres, and the spectra reflected by an FBG fabricated in (c) SM and (d) bow–tie
HiBi optical fibres, respectively. Fast and slow refer to the polarisation Eigen axes of the HiBi optical fibre.
and neff,S, along the fast and slow axes, respectively. Loading
the optical fibre transverse to its longitudinal axis results in a
change in the birefringence of the optical fibre, which causes
differential shifts in the Bragg wavelengths of the reflections
from the orthogonally polarised Eigenmodes. If the HiBi FBG
is subjected simultaneously to three normal components of
strain and to temperature, it is not possible to discern the four
unknown measurands from a measurement of the two Bragg
wavelengths of the HiBi FBG. Equation (5) was derived pre-
viously to obtain an effective transverse strain component, by
using an analysis that compensates for 2 of the measurands
[39, 40]. This effectively cancels out the longitudinal strain
contribution to the wavelength shift, while the contribution to
the wavelength shift due to the temperature is compensated













In equation (5), s and f denote the slow and fast axes,
respectively, λB,i (i = s, f ), are the two orthogonally polar-
ised Bragg wavelengths at quiescent conditions, ∆λs and
∆λf, are the wavelength shifts of the Bragg peaks, no is the
average refractive index and the constants p11 = 0.113 and
p12 = 0.251 are the Pockels strain-optic coefficients of the
optical fibre. When the values of no, p11 and p12 are known
for the HiBi FBG sensor, the effective transverse strain can
be determined using equation (5) [39]. The responsivity of
the HiBi FBG wavelengths to temperature was calibrated
by measuring changes in the Bragg wavelengths as a func-
tion of temperature in the absence of strain, as discussed
earlier.
In this work, all FBG sensors were fabricated by exposing
the optical fibre to the output from a frequency-quadrupled
flashlamp-pumped Nd:YAG laser, operating at 266 nm,
through a phase mask [47]. The SM FBGs were fabricated
in optical fibre from Fibertronix, FX-PI-01-01-01, while the
HiBi FBGs were fabricated in optical fibre from Fibercore,
HB1250P. Both types of optical fibre were polyimide coated,
facilitating high temperature operation. The fibres were, prior
to FBG fabrication, soaked in hydrogen for 2 weeks at room
temperature and with the gas pressure maintained at 100 bars,
in order to photosensitise the fibre core.
2.3. Instrumentation: Fresnel refractometer
Figure 3 shows a schematic diagram of a Fresnel refractometer
that was configured with eight spatially multiplexed sensing
elements and that was used to monitor the infusion of resin
and to measure subsequently the refractive index of the resin at
eight different locations in a sample. The ‘Air reference’ chan-
nel was used when performing quantitative measurements of
the refractive index of the resin during the cure process, and
was described in section 2.1. A portable instrument based on
the schematic shown in figure 3 was constructed. The outputs
from the photodiodes were monitored in real-time on a com-
puter via a data acquisition system comprised of an external
chassis (NI PXI-1033) containing two multiple-channel lock-
in amplifier electronic boards (NI PXI-4462).
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Figure 3. Schematic of the instrumentation consisting of 8 multiplexed Fresnel sensors and a reference Fresnel sensor. BBS; broadband
light source with 100 nm bandwidth centred at 1550 nm and 15 mW out power (Covega SLD 1005), DC1–DC17; directional couplers, PDref
and PD1–PD8; photodetectors (New Focus, 2011-FC), FG; function generator (Stanford Research Systems, DS345), PC; personal
computer. DC1 has a split ratio of 99/1, while all other of directional couplers have a 50/50 split ratio.
2.4. Instrumentation: fibre Bragg grating interrogators
Separate instruments were designed and constructed to inter-
rogate the SM and HiBi FBG sensors. The HiBi FBG inter-
rogator employed birefringent optical fibre components and a
custom-made swept laser source (Santec, HSL 2000), which
scanned across a 49 nm bandwidth centred at 1287 nm at
a fixed scan rate of 2.5 kHz. The degree of polarisation of
the laser is 99% and the coherence length is 30.5 mm (table
1). A fibre polariser, having 28 dB extinction ratio, was con-
nected to the output of the laser such that it equally popu-
lated the Eigen modes of the subsequent PM components.
A schematic diagram of the instrument is shown in figure 4,
which is based on the system reported in [42], but expanded to
allow the interrogation of four HiBi FBG sensor arrays. The
instrument was configured with fibre polarisation splitting and
polarisation maintaining couplers to allow the interrogation of
the reflections from each polarisation Eigen-mode independ-
ently and simultaneously, using separate photo-detectors. Fig-
ure 5 shows the spectrum of an array of five wavelength divi-
sion multiplexed HiBi FBGs interrogated using this system.
The SM FBG interrogator employed a commercially-
available swept laser source, Santec, HSL 2000, with a 110 nm
wavelength bandwidth centred at 1318 nm, 20 mW output
power and a fixed scan rate of 20 kHz, and was configured
with SM fibre components, as shown in figure 6, to monitor 4
arrays of SM FBGs simultaneously. The degree of polarisation
of the laser is 99% and the coherence length is 6 mm (table 1).
Also shown is the input from the broadband light source (BBS)
of 100 nm bandwidth centred at the wavelength of 1550 nm,
which was used to interrogate the Fresnel sensors that were
located at the distal ends of the optical fibres containing the SM
5
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Table 1. Summary of the light sources used and their characteristics.
Light source Model Output power (mW) Centre wavelength (nm) Wavelength range (nm) Coherence length (mm)
Broad band Covega SLD 1005 15 1550 100 0.02
Swept laser (2.5 kHz) Santec, HSL 2000 20 1287 49 30.5
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Figure 4. Schematic of the instrument used to interrogate the HiBi FBG sensors. SLS; swept laser source (1300 nm wavelength), FC; single
mode fibre coupler, HiBi FC; HiBi fibre coupler, FBG; HiBi FBG, C1–15; adjustable HiBi connectors, HiBi FPS; HiBi fibre polarisation
































Figure 5. Five wavelength multiplexed FBG sensors fabricated in HiBi (Fibercore, HB1250P) optical fibre, recorded using the system
shown in figure 4 when the FBGs were at quiescent conditions. The two Bragg peaks at 1303 nm appear co-located because of the external
birefringence imposed by the bending and twisting of the fibre array at the distal end location of this FBG on a length of fibre too long
(>4 m) to be kept straight on the table.
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Figure 6. Schematic of the instrument used to interrogate the SM FBG sensors and to interrogate the Fresnel sensors formed at the distal
ends of the fibres. SLS; swept laser source at 1300 nm, FC; single mode fibre coupler (50/50 split ratio), BBS; broadband sources at
1550 nm, FBG; SM FBG, D; detector, F; Fresnel sensor at distal end, PC; personal computer, Ref FBG; reference single mode FBG, TC;
temperature controlled, WDM; wavelength division multiplexer for wavelengths of 1300 nm (SM FBG sensors) and 1550 nm (Fresnel
sensors).
Figure 7. 3D drawing of the rear view of the tail cone exterior
showing optical fibre sensor locations S1–S5 within each of the
zones F1–F4 of the tail cone. The separation between sensors in
each array is 40 cm. The length, largest and smallest diameters of
the tail cone are 2.5 m, 1.6 m, and 0.5 m, respectively.
FBG sensors. WDM couplers (1550/1300 nm) were used to
separate the reflections from the Fresnel and SM FBG sensors.
The strains measured by the SM FBG sensors were interpreted
as longitudinal strains by using equation (4) [46], after com-
pensating for the temperature response of the Bragg peak, as
described in section 2.2.
For both FBG interrogators, data sampling was performed
at 100 MS s−1. As such high data rates were unnecessary
for the cure monitoring process, the acquired data were sub-
sequently down sampled and averaged to an equivalent scan
rate of 100 Hz.
3. Preform and sensor lay-up, and tufting
The full-size carbon-fibre-reinforced tail cone assembly was
designed for an Embraer regional jet aircraft. Figure 7
shows the design of the tail cone, which contained three
doors/windows and 10 stringers, incorporated to provide
added stiffness, on the interior. The dimensions of the tail cone
were 2.5m, 1.6m and 0.5m for the long axis and for the largest
and the smallest diameters, respectively. The tool on which the
tail cone assembly was moulded was constructed by Recomet
Impex (Romania). The assembly of the carbon fibre onto the
tool and the integration of the optical fibre sensors were per-
formed at Coriolis Composites (Lorient, France) using auto-
mated dry fibre placement (ADFP) implemented by an indus-
trial robotic system (figure 8) [48]. The tool, containing the
tail cone assembly, was subsequently transported to Cranfield
University (Bedford, UK) where through-thickness reinforce-
ment of the stringers was performed by tufting [18, 31]. The
7
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Figure 8. (a) Robotic system for the automatic dry fibre placement (ADFP) at Coriolis Composites and (b) a 90◦ ply of dry carbon fibre
being laid after the optical fibre sensors had been laid. Figure (b) also shows the location of the ingress/egress fibre connectors.
Table 2. Specification of the optical fibres in which the sensors were fabricated.
Fibre type Manufacturer Fibre identification number Coating type Core diameter (µm) Cladding diameter (µm) Total diameter (µm)
SM Fibertronix FX-PI-01-01-01 Polyimide 9 125 135
HiBi Fibercore HB1250P Polyimide 6 ± 0.2 125 ± 2 145 ± 5
Figure 9. (a) Optical fibre sensors were laid onto the 3rd ply such that they were oriented parallel to the 0◦ carbon fibres. (b) Photograph of
the ingress connector and the sacrificial patch cord for connection to the embedded optical fibre sensors and to the interrogating instruments.
A and B in (b) show the configuration of the connection system before and after connecting the components together, respectively.
tail cone assembly was then transported to DAHERAerospace
(Nantes, France) where it was infused with liquid resin and
subsequently cured. After manufacture, the tail cone assembly
was demoulded from the tool and was transported to the
National Aerospace Laboratory (NLR) in the Netherlands
where the tail cone was subjected to pressure loading.
A total of seven plies of dry carbon fibre were laid to
form the main body of the tail cone structure (figure 7) using
ADFP. The orientation of the plies from the underside to
the upper surface was 45◦/−45◦/0◦/90◦/0◦/−45◦/45◦, where
the 0◦ ply was aligned with the long axis of the tail cone.
Optical fibre sensors were embedded in the tail cone in 4
zones, denoted as F1–F4 in figure 7. Zones F1 and F2 coin-
cide with the shortest (2.3 m) and longest (2.5 m) dimen-
sions, respectively, of the tail cone. The sensors were embed-
ded after the first three plies had been placed on the tool.
The optical fibres were hand-laid onto the 0◦ oriented ply,
after which four more plies were added (figure 8). The ori-
entation of the sensors in zones F3 and F4 were displaced so
that the optical fibres avoided the stringers and doors, and the
sensors were therefore laid crossing the 0◦ ply fibres at an
angle <2◦. Each of the zones F1–F4 contained three embed-
ded optical fibres; one SM fibre with a Fresnel sensor at its
distal end, one SM fibre containing five equally-spaced FBG
sensors, and one HiBi fibre containing five equally-spaced
FBG sensors along the fibre length (the sensors are described
in more detail in section 5.2). The physical spacing between
the FBGs in each array was 400mm. The embedded SMFBGs
and HiBi FBGs were each placed in the middle of separate
carbon fibre tapes that were laid adjacently, and the width
of each carbon fibre tape was 6.35 mm. Polyimide coated
fibres were used to ensure that the buffer coating withstood the
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Figure 10. (a) Ingress/egress optical fibre connector ends before the vacuum bag installation; (b) sacrificial patch cords connected to ingress
connectors allowing the installation of vacuum bags; and (c) tail cone preform fixed upright in the oven ready for resin infusion and cure.
The purpose of the diffusion medium is to spread the resin uniformly over the preform during the infusion process.
temperatures, up to 180 ◦C, used when curing the composite
material. The details of the optical fibres used are shown in
table 2.
The output from a CO2 laser was used to remove the poly-
imide coatings from the distal ends of the optical fibres, and
from the sections of the fibres in which the FBGs were fabric-
ated. Each FBG, 2 mm long, was centred on a stripped fibre
section of length 3 mm. The FBGs were not re-coated fol-
lowing inscription. The FBG sensors along the lengths of the
optical fibres are denoted from S1 to S5 in figure 7. The distal
end of each optical fibre containing SM FBG sensors was also
used as a Fresnel sensor.
Hand-layup of the optical fibre into the structure was neces-
sary to allow accurate positioning of the sensors within the
part and to ensure the appropriate orientation of the polarisa-
tion Eigen-axes of the HiBi FBGs with respect to the principal
directions (in-plane and out-of-plane) of the tail cone. The ori-
entations of the polarisation Eigen-axes weremarkedwith tape
after they had been identified by the observation of the diffrac-
tion pattern from the side of the optical fibre when illumin-
ated by a laser beam in the visible wavelength spectrum [41].
The measurements made by the HiBi FBGs are thus of trans-
verse strains that are in-plane or out-of-plane [39, 40] of the
tail cone, while the measurements from the SM FBG sensors
were interpreted as longitudinal strain. The tail cone preform
was reinforced in the through-thickness direction, after lay-
up, by means of tufting at the feet of the stringers, 10 in total,
all in the interior of the tail cone. The on-line monitoring of
the strains experienced by the needle during the tufting pro-
cess were also performed using multiplexed SM FBG sensors
which were surface-bonded to the needle [18, 31].
The ingress/egress points of the embedded optical fibres
were located on the edge of the preform at the fuselage end of
the tail cone. Figure 9 shows the design of the ingress connec-
tions. A stainless steel hypodermic tube was used to protect
the ingress of the optical fibre. The hypodermic tube with-
stands pressure loads in excess of 2.5 bar, which are greater
than the pressure exerted by the robot head during the ADFP
process. Additional protection to the optical fibre inside the
hypodermic tube was provided by PTFE tubing. The length
of the hypodermic tubing used at the ingress was 70 mm, of
which 30 mm was embedded in the edge of the preform. An
optical fibre of length l50 mm, protected by PTFE tubing and
a hypodermic tube, was terminated with FC/PC connectors on
both ends to form a sacrificial fibre patch cord. The sacrificial
fibre patch cord provided an agile link between the embedded
9
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sensors and the interrogating instruments located external to
the oven, and was designed to ease the process of installing
the vacuum bags over the tail cone preform for implementing
the infusion and cure processes, and to ensure that the vacuum
pressure required for the infusion of resin was not comprom-
ised. Two connector blocks were used to connect the sacrificial
patch cords to the fibre sensors on one end and to the instru-
mentation on the other end. The sacrificial patch cords were
made from SM and HiBi optical fibres, where the appropriate
orientations of the polarisation Eigen-axes were configured by
viewing the fibre end through an optical microscope (Olympus
BX51) to ±2◦ accuracy.
4. Infusion monitoring
Figure 10 shows the installation of the vacuum bags over the
tail cone preform in preparation for the resin infusion and cure
processes and illustrates the role of the sacrificial patch cords
in enabling installation of the vacuum bag and in connecting
the sensors to the external instrumentation. During the infu-
sion and cure processes, the tail cone was placed upright in
the oven, with the exhaust-end located at the top. A total of
seven thermocouple probes were attached to the surface of
the tail cone, spatially distributed on the outside surface of
the tail cone preform. The thickness of the carbon fibre pre-
form between the embedded FBGs and the surface to which
the thermocouples were attached was ~1.5 mm. For such a
small thickness, and with the assumption that the interior
of the temperature furnace containing the tail cone was in
thermal equilibrium, the temperature gradient was considered
insignificant.
As the infusion of the resin was to be performed against
gravity, the knowledge of the arrival of resin at various heights
of the tail cone was important, requiring the distribution of the
sensors along the height of the tail cone. The process of infu-
sion was performed against gravity so as to facilitate uniform
coverage of the tail cone preformwith resin, otherwise an infu-
sion carried-out parallel to gravity will cause the bottom parts
of the tail cone preform to saturate more with resin [49, 50].
The resin infusion into the tail cone preform was monitored by
Fresnel sensors which were embedded such that two sensors
were located (one half-way up and the other at the top of the
tail cone) in each of the four zones indicated as F1–F4 in figure
7. The nomanclature adopted for the Fresnel sensors is Fi_h
and Fi_t, where i= 1–4 represents the zone in which the sensor
is embedded, while h and t represent sensors located half-way
up and at the top of the tailcone, respectively. Figure 11 shows
the data recorded from a selection of the sensors during resin
infusion. The significant attenuation in the reflected signal that
ocurs when the resin (refractive index= 1.54 at 1550 nm) cov-
ers the Fresnel sensor was used to identify the arrival of resin
at a sensor.
Sensor F3_h, embedded half-way up the length of the tail
cone in zone-F3, detected the resin 24 min after the infu-
sion process was started. This was 1.5 min before the resin
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Figure 11. Resin infusion into the tail cone assembly detected by
three of the Fresnel sensors located in different zones of the tail
cone preform. The Fresnel sensors, F3_h and F4_h, embedded in
zone-F3 and zone-F4 respectively (see figure 7), were located half
way up the tail cone while F1_t, embedded in zone-F1, was located
near the exhaust end (top of tail cone). The resin arrival times at the
three sensors were 24, 25.5 and 55 min respectively, from the start
of the infusion process. Fresnel sensor F2_h, located half way up the
tail cone in zone-F2, shows effectively an unaltered signal during
the infusion of resin. The Fresnel sensors have been labelled
according to the tail cone zones in which they were embedded. The
initial reflected intensities, before the infusion process and before
the arrival of resin at the sensors after starting the infusion, is
depicted by the first ~20 min.
exhaust-end (top) of the tail cone in zone-F1. This was expec-
ted, as the resin inlet was located at the bottom of the tail
cone. Fresnel sensor F4_h, embedded half-way up the tail
cone in zone-F4, detected the resin 15 min after the infusion
process was stopped, which was after the cure thermal pro-
file was started. This suggests that the resin had not infused
into every part of the preform by the time the infusion pro-
cess was terminated. The viscosity of the resin decreases when
the temperature is increased, which consequently assists the
flow and the spreading of the resin further into the preform.
One of the sensors, F2_h, did not detect resin, suggesting the
existence of a resin void. As the active region of each Fres-
nel sensor element corresponds to the mode field diameter
of the fibre propagating mode (approximately 9 µm in dia-
meter), local resin pockets of microscopic size can be detec-
ted. In figure 11, the Fresnel sensor signals in the time range
from ~45–135 min are characterised by a modulation that
could be attributed to movement and bending of the sensor
element within the preform, as perturbations on this part of
the optical fibre down lead are not corrected by the intensity
referencing.
5. Cure monitoring
Two methods were used to monitor the curing of the resin.
Firstly, the change in the refractive index of the resin caused
by the chemical cure reaction was monitored using the optical
fibre Fresnel sensors embedded within the preform. Secondly,
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Figure 12. (a) Calibration of the Fresnel refractive index measurement against the degree of cure determined by the DSC for a neat resin
(EP2400 resin), with the red line showing the temperature, the blue line showing the refractive index and the green line the degree of cure.
(b) Correlation function (cubic) for the calibration over the isothermal temperature of 180 ◦C. The dotted line in (a) marks the time, 37 min,
at which the correlation of (b) was started. The circles in (b) represent data points and the solid line is a cubic fit. RI, refractive index; DoC,
degree of cure; Temp, temperature.
the strains developed within the preform during the cur-
ing of the resin were monitored using the embedded FBG
sensors.
5.1. Optical fibre Fresnel sensor
The refractometer, after monitoring the infusion of the resin,
was used to subsequently monitor the change in refractive
index of the resin during the cure cycle, which was determined
in real time using equation (1). The calculated refractive index
can be directly converted into the degree of cure of the resin,
provided the refractive index measurement from the Fresnel
sensor had been calibrated against the degree of cure obtained
using differential scanning calorimetry (DSC) [51]. There are
also formulae for determining the degree of cure of a resin sys-
tem [52].
The information pertaining to the degree of cure and cure
cycle of the RTM6 resin that was used in the manufacture of
the tail cone is not provided in this publication as it is con-
fidential to the industrial partners. Instead, to illustrate the
methodolody that was employed, the process of calibration of
the sensor and an example of its use in a planar CFRP panel
using a different resin system and cure cycle is described [53].
Figure 12 shows a typical calibration curve obatined for the
resin system (EP2400), which was established by monitor-
ing the refractive index and the heat of reaction of a sample
of curing neat resin measured by the Fresnel sensor and the
temperature-modulated DSC [30, 31], providing the relation-
ship between refractive index and degree of cure. The cure
cycle for the calibration experiment consisted of two parts, the
dynamic part during which the temperature was increased rap-
idly, and the isothermal part during which the temperature was
held constant at 180 ◦C (figure 12(a)). The data in the initial
part of figure 12(a) (<30 min), in which the refractive index
decreased with the increase in temperature, were attributed to
the thermo-optic property of the resin, since the contribution
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from the thermo-optic property of the optical fibre was com-
pensated by the referencing scheme. The increase in refractive
index under isothermal conditions is associated with the chem-
ical cure reaction [9, 10, 54]. The refractive index measured
during the isothermal phase of the cure was used to determine
the correlation between the change in refractive index and the
degree of cure of the resin, which is plotted in figure 12(b).
A Fresnel sensor, employing the correlation function
determined from the calibration shown in figure 12(b), was
used to convert, in real time, the refractive index measurement
(figure 13(a)) into the degree of cure (figure 13(b)) during the
production of the planar carbon fibre composite panel in which
the EP2400 resin system was used. The degree of cure plotted
in figure 13(b) was determined from the refractive index meas-
ured over the isothermal phase of figure 13(a), which started
54 min after the start of the experiment (indicated by the dot-
ted line). Again, the noise in the Fresnel sensor signals in the
early stage of the cure cycle (figure 13(a)) could be attributed
tomovement and bending of the sensor element within the pre-
form, as perturbations of this part of the optical fibre down lead
are not corrected by the intensity referencing.
5.2. FBG sensors
The cure process in the tail cone was also monitored using the
embedded HiBi FBG and SM FBG sensors, which measured
the transverse and longitudinal strains, respectively, developed
during the chemical cure reaction. TheHiBi FBG and SMFBG
sensors were interrogated simultaneously using the instru-
mentation described in section 2. The spectra from the SM
FBGs and HiBi FBGs did not exhibit peak splitting, which is
a phenomenon usually associated with induced birefringence
[58] or that, in some cases, is associated with non-uniform
strain distributed spatially along the FBG [59]. The use of HiBi
FBGs in this paper ensured that the peaks did not split from any
induced birefringence.
5.2.1. Development of longitudinal strain. Following the
infusion of resin into the tail cone, the cure process was
initiated by applying the cure thermal profile to the oven
containing the tail cone. The longitudinal strains developed
in the tail cone preform during the curing of the RTM6
resin were monitored using the embedded SM FBG sensors.
Figure 14 shows the longitudinal strain measured by five
SM FBG sensors embedded at locations S1–S5, from the
exhaust to the fuselage end of the tail cone, in zone-F1 (fig-
ure 7). The information contained in figure 14 is interpreted
in this paper as follows: the increase in the strain during
the ‘infusion phase’ corresponds to the combined thermo-
mechanical expansion [60, 61] of all the components of the
tail cone, which includes the moulding tool, carbon-fibre and
resin, while the subsequent decrease in the strain during the
cure phase relates to shrinkage caused by the chemical cure
reaction [60–62].
The sensor located at S1, closest to the exhaust end of the
tail cone, detected strains of 428 ± 5 µε and −153 ± 5 µε
as thermo-mechanical expansion and cure-induced shrinkage
Table 3. Summary of the longitudinal strains in the tail cone
measured during the curing process by SM FBG sensors embedded
at the various locations along the length of the tail cone. The
numbering of the sensors, S1–S5, is from the exhaust end to the







S1 428 ± 5 −153 ± 5
S2 455 ± 4 −158 ± 4
S3 493 ± 4 −160 ± 4
S4 454 ± 4 −179 ± 4
S5 588 ± 4 −158 ± 4
respectively, measured in the longitudinal direction of the tail
cone. The corresponding values measured by the SM FBG
sensor located at S5, closest to the fuselage end of the tail cone
were 588 ± 4 µε and −158 ± 4 µε respectively (figure 14).
Figure 14 shows that cure-induced shrinkage in the longitud-
inal direction of the tail cone was detected ~140 min into the
cure phase. A summary of the SM FBG sensor measurements
of the longitudinal strains developed in the tail cone during the
cure process is provided in table 3. The magnitudes of the lon-
gitudinal strains measured at the different locations of the tail
cone are in good agreement with each other.
5.2.2. Development of transverse strain. The polarisation
Eigen-axes of the HiBi FBG sensors were aligned with the
in-plane and out-of-plane directions of the tail cone, mak-
ing it possible to monitor the out-of-plane transverse strains
developed during the curing process [39, 40], as discussed in
section 3. The temperature for the cure cycle, measured by
thermocouple sensors embedded into the tail cone preform,
was used together with a prior calibration for the temperat-
ure responsivity of the Bragg peaks [41] to compensate for the
influence of temperature on the measured Bragg wavelengths,
as discussed in section 2.2. The effective transverse strain was
calculated using equation (5) [39].
Figure 15 shows the effective transverse strain measured by
the five HiBi FBG sensors embedded at the locations S1–S5,
from the exhaust to the fuselage end of the tail cone, in zone-F1
(figure 7). Again it is proposed that the increase in the effect-
ive transverse strain during the ‘infusion phase’ corresponds
to the combined thermo-mechanical expansion [60, 61] of all
the components of the tail cone, which include the moulding
tool, carbon-fibre and resin, while the subsequent decrease in
the effective transverse strain during the cure phase relates to
shrinkage caused by the chemical cure reaction [60–63].
Figure 15 shows that the sensor located at S1, closest to
the exhaust end of the tail cone, exhibited thermo-mechanical
expansion and cure-induced shrinkage of 109 ± 10 µε and
−1139± 10 µε respectively, in the through-the-thickness (i.e.
out-of-plane) direction. Similarly, the sensor located at S5,
closest to the fuselage end of the tail cone, detected strains
of 516 ± 7 µε and −1252 ± 7 µε for the thermo-mechanical
expansion and cure-induced shrinkage, respectively, measured
in the through-the-thickness direction.
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Figure 13. (a) Real-time monitoring of the refractive index of EP2400 resin using an embedded optical fibre Fresnel sensor during the
curing of a planar carbon fibre reinforced composite in an industrial oven and (b) degree of cure monitored in real time by converting the
refractive index measurement over the isothermal phase of (a), obtained by applying the correlation function (cubic) from the calibration of
(b). The dotted line in (a) marks the time, 54 min, when the isothermal phase of the cure started, which corresponds to 0 min in (b). The final
degree of cure is proportional to the curing temperature and dwell time at that temperature [55, 56]. As the isotherm dwell time in (b) is less
than that employed during calibration (figure 12(a)), the degree of cure is only ~84% instead of 100%. Some researchers have suggested that
the degree of cure for a reinforced resin might also differ from that of a neat resin [57].
Figure 14. Longitudinal strain developed length-wise along the tail cone during the curing process, measured by SM FBG sensors
embedded at sensor positions S1, S2, S3, S4 and S5 in zone-F1 of the tail cone (figure 7). The numbering of the sensors S1–S5 is from the
exhaust end to the fuselage end of the tail cone.
The cure-induced shrinkage, through-the-thickness of the
tail cone, is detected earlier in the curing phase than the
cure-induced shrinkage exhibited by the longitudinal strain
(shown in figure 14), confirming observations reported in [39],
suggesting that this is a more sensitive measure of the start
of the cure process. A summary of the HiBi FBG sensor
measurements of the effective transverse strains developed
through-the-thickness of the tail cone during the curing
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Figure 15. Transverse strain developed through-the-thickness of the tail cone during the curing process measured by HiBi FBG sensors
embedded at sensor positions S1, S2, S3, S4 and S5 in Zone-F1 (figure 7). The numbering of the sensors, that is, S1–S5 is from the exhaust
end to the fuselage end of the tail cone.
Table 4. Summary of the effective transverse strain
through-the-thickness and directed out-of-plane of the tail cone
measured during the curing process by HiBi FBG sensors embedded
at various locations along the length of the tail cone. The numbering
of the sensors, i.e. S1–S5 is from the exhaust end to the fuselage end







S1 109 ± 10 −1139 ± 10
S2 208 ± 15 −1476 ± 15
S3 480 ± 17 −1475 ± 17
S4 595 ± 13 −1612 ± 13
S5 516 ± 7 −1252 ± 7
process is provided in table 4, showing good agreement
between measurements at the different locations of the tail
cone. It should be noted that the cure-induced shrinkage in the
longitudinal direction, recorded by the SM FBG sensors, was
about nine times smaller than that detected in the transverse
direction of the tail cone by HiBi FBG sensors. Cure-induced
shrinkage strains, transverse to the reinforcing fibres and in
the through-the-thickness direction, are known to be signific-
antly greater than in the longitudinal or in-plane direction of
the composite part [57, 64].
6. Post-fabrication mechanical testing
The embedded SM FBG and HiBi FBG sensors used to mon-
itor the processes involved in the manufacture of the tail
cone were used subsequently, along with surfaced-mounted
resistance foil strain gauge (RFSG) rosettes, to monitor
structural strains during post-fabrication pressure loading
(figure 16). After the tail cone was manufactured, the RFSG
sensors were bonded to the outer surface of the tail cone at
locations close to where the FBG sensors were embedded.
The RFSG rosette sensor at each location was configured
to measure longitudinal, shear and circumferential strains
(figure 16(b)). Figure 16(b) describes the strain components
measured by the FBG and RFSG sensors. The longitudinal
strains measured by the SM FBG sensors were compared to
those measured by the RFSG sensors. Figure 16(b) shows
that the in-plane transverse strain measured by the HiBi FBG
sensors is oriented in the same direction as the circumferential
strain measured by the RFSG sensors, which allowed the com-
parison of the strains measured by the two types of sensors.
The in-plane transverse strain was determined using equation
(5) but with the order of subtraction in the parenthesis reversed.
The interior surface of the tail cone was lined with vacuum
bags to allow the tail cone to be subjected to vacuum pressure
loading. Aluminium foil was used to seal the window and door
areas as shown in figure 16(a).
6.1. Transverse strain
The in-plane transverse strains and the circumferential strains
monitored by the embedded HiBi FBG and surfaced-mounted
RFSG sensors, respectively, midway along the length of the
tail cone at sensor location S3 (figure 7) were compared around
the tail cone in zones F1 F2, F3 and F4 (figure 17). The gen-
eral trend and the sign of the strains measured by the embed-
ded HiBi FBG and surfaced-mounted RFSG sensors were in
good agreement. Figure 17 shows that the trend in the meas-
ured strain varies from one sensor position to the next, midway
around the tail cone, which was expected due to the complex
structure of the tail cone that consisted of a distribution of 10
stringers, tufting zones, different ply-orientation architecture,
windows, doors, and non-uniform dimensions. Differences in
the measurements by the two sensor types were likely caused
by the differences in the loadings experienced by the embed-
ded HiBi FBG sensors and the surface-bonded RFSG sensors.
Some HiBi FB sensors in figure 17 did not record 0 µε after
unloading of the vacuum pressure, suggesting that the tail cone
remained distorted.
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Figure 16. (a) Tail cone configuration for the vacuum loading tests in which aluminium foils and plates were used to seal the window and
door areas. (b) Strain components measured by the embedded FBG (green arrows) sensors and surface-mounted RFSG (blue arrows) rosette
sensors. The in-plane and out-of-plane transverse strains were measured by the HiBi FBG sensor while the longitudinal strain was measured
by the SM FBG sensor embedded adjacently.
Figure 17. Comparison of the in-plane transverse and circumferential strains measured by the embedded HiBi FBG and the
surface-mounted RFSG sensors, respectively, measured at sensor position S3 in (a) zone-F1, (b) zone-F2, (c) zone-F3 and (d) zone-F4 of the
tail cone (figure 7).
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Figure 18. Comparison of the embedded SM FBG and surface-mounted RFSG sensors longitudinal strain measurements in zone-F3
(figure 7) of the tail cone at sensor location (a) S4 and (b) S5.
6.2. Longitudinal strain
Figure 18 compares the longitudinal strains measured by the
embedded SM FBG sensors and the surface-mounted RFSG
sensors in zone-F3 (figure 7) of the tail cone at neighbouring
sensor locations S4 and S5. The SM FBG and RFSG sensors
at sensor location S4 measured maximum longitudinal strains
of 160 ± 4 µε and 178 µε respectively, showing close agree-
ment (figure 18(a)). The correspondingmaximum longitudinal
strains measured at sensor location S5 were 274 ± 4 µε and
100 µε for the SM FBG and RFSG sensors, respectively
(figure 18(b)). The difference in the two measurements sug-
gests that local loading within the tail cone is representative of
flexion loading, which leads to variation of loads through-the-
thickness of the tail cone.
7. Conclusion
The industrial manufacturing processing of a large, one-
piece, full-scale all-carbon fibre composite aircraft tail cone
assembly was monitored successfully using embedded optical
fibre sensors, from carbon-fibre preform lay-up through
production to post-fabrication mechanical testing. The pro-
cesses monitored by the optical fibre sensors included strain
and bending moments developed in the needle during tufting
(published separately in [18, 32]), resin infusion, degree of
cure of resin, longitudinal and transverse components of strain
developed during cure and post-fabrication structural loading.
This work reinforced the significance of optical fibre sensors,
which are embeddable within fibre-reinforced composites,
in providing an entire monitoring solution to the composite
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manufacturing processes through to post-production structural
testing, currently not possible from other sensor types, par-
ticularly in industrial manufacturing. The embedded sensors
could be utilised for both quality control in manufacturing and
for structural integrity assessment in post-manufactured parts
as well as for health and usage monitoring in service. Pro-
cess monitoring technology could be used to facilitate optim-
ised production methodologies and to aid the modelling of
advanced composites. Future developments will be required
to produce miniaturised ingress/egress connectors for use with
embedded optical fibre sensors. This is a clear example of an
application in which the small dimensions of the optical fibre
facilitate measurements that are not possible using other tech-
nologies.
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